
Structure & Material

Application

Feature

Cooling Fresh Water Pump 
Cooling Sea Water Pump
Sea Water Service Pump

Vertical Single－stage Single－suction 
Closed Coupling Type
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Suc. Dis.
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For removal of motor　
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Performance

Dimension

Capacity（m3/h）
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EMC-250CEMC-250C

Model No. Motor Bore Dimension（mm）
kW min-1 Suc. Dis. A B C D E F G H J L W Z

EMC-100C
5.5

1800 100 100 280 560 150 360 150 25 290 240 100 480 840 287.5
11 200 595 955

EMC-125C
7.5

1800 125 125 300 600 160 370
150

25 290 240 100
480 850

2811 200 595 965
15 635 1005

EMC-150C

11

1800 150 150 315 630 160 393 200 25 360 290 100

595 988
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15 635 1028

18.5 685 107822
26 725 1118

EMC-200C
EMC-201C
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1800 200 200 335 670 190 418 200 25 360 290 100
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18.5 685 110322
26 725 114330
37 250 800 1218
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1800 250 250 400 800 220 490

200

25 410 325 100

685 1175
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26 725 121530
37

250 800 129045
55 950 1440

EMC-260C
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1800 250 250 400 800 220 520

200

25 410 325 100
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55 950 1470
65 1050 157075


